Drywall Finisher Exam Preparation

Helping you Succeed

1. Nails should be spaced  to on the sidewalks and to on the ceiling,
with a minimum edge of 3/8" nail spacing is the same for horizontal and vertical.

® 6357 (B) 8-10,7-9
(C) 24,13 (D) 46,35

2. Texture compounds that have a good solution time minimum to moderate fallout and
good bonding power are

@ aggregated powder textures ‘ powder joint-compound textures

@ premixed textures @ unaggregated powder textures
3. Plaster with sound-absorbing fibers or aggregate

. Acoustic Plaster @ Veneer Plaster

@ Skim-coat Plaster @ Comer Beads

4. metal lath fabricated by sitting and expanding a sheet of steel alloy to form a stiff
network w/ diamond-shaped openings

@ rib lath . expanded-metal lath

@ gypsum lath @ wire lath

5. Ifinspection reveals a loose fastener, you should

@ Tighten the loose fastener without Remove all fasteners from the
adding more assembly

. Install extra fasteners above and @ Ignore the loose fastener and
below the loose one continue working

6. for fixing plasterboards quickly
. collated screw gun drywall screws

@ mixing wheel @ lath axe
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Drywall Finisher

7.

10.

11.

12.

13.

a basecoat plaster made of calcined gypsum mixed w/ sand, water and various
additives to control its setting and working qualities

@ Cement plaster @ Keene's cement

@ Lime plaster . Gypsum plaster

The type of compound commonly called 20-minute mud, 30-minute mud, or hot mud is
compound.

@ drying pre-mix

@ joint . quickset

The process of giving a wall a rough finish by throwing plaster against it
@ abseiling . daubing

@ scagliola @ pargetting

a ready mixed gypsum plaster applied as a very thin, one or two coat finish over a
veneer bas

@ Fibrous plaster . Veneer plaster

@ Gypsum plaster @ Gypson plaster

Used to hold and carry joint compound

(A) Saber Saw Utility Knife
© wmudPan (D) Bull Float

the addition of portland cement to lime plaster to improve its strength and durability
@ Acoustical plaster Calcined gypsum
. Cement temper @ Gypsum plaster

what kind of plaster consists of multiple layers of integrally colored polished plaster

@ 3 coat plaster . Venetian plaster

@ 2 coat plaster @ Neither
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Drywall Finisher

1004. When hand-finishing drywall, the step preceding taping is
@ Applying compound to the joints Priming the drywall surface

‘ Spotting the fastener heads @ Countersinking all fasteners
1005. its calcined to remove 75% of its water content.
‘ To make Stucco Gypsum Plaster
@ Comer Beads @ Casing Beads
1006. When hanging drywall horizontally,the __is hung first, tight to the ceiling. Then
the s hung tight to the top shoe
. Top Sheet. Bottom Sheet. @ Neither
(C) Middle Sheet. Side Sheet. (D) Front Sheet. Back Sheet.
1007. Used as a vapor barrier on exterior walls; available in various thicknesses.
@ Smooth shank, diamond-head Smooth Shank, Diamond-Head
(C) Shellac ® Foiled-Backed Board
1008. Fastener placement for walls and ceilings are:
@ Every 16" on walls and 8" on Every 12" on walls and 16" on
ceilings ceilings
. Every 16" onwalls and 12" on @ Every 12" onwalls and 8" on
ceilings ceilings

1009. The fire rating of a wall denotes the length of time an assembly can withstand fire and
provide protection from it,

@ based on field testing results ‘ determined under laboratory
conditions
@ assumed from manufacturer @ calculated using theoretical models
specifications

1010. Water based, excellent durability and useful for plaster and masonry surfaces

@ Epoxy Paint . Latex Paint
(C) oilBased Paint (D) Vamish
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1011.

1012.

1013.

1014.

1015.

1016.

Furring is a means to

@ create a decorative finish ‘ provide a flat surface for standard
fastener application

@ increase insulation value @ reduce weight of the structure

During hot, dry weather, joint compound can dry too rapidly if it is exposed to

@ Approves Spam
@ Accepts . Drafts

A stucco finish produced by troweling the high spots of a stippled stucco surface
before it sets.

(A) Combed finish (B) Pebble dash

@ Type - X Gypsum Board . Stipple - Troweled Finish

When hanging drywall effectively, try to use sheetsthatare __ to go from comer
to comer to avoid butt joints

. Sufficient Length Excessive Height

(C) Equal Width (D) Limited Thickness

A strip of wood or metal bead used at an opening as a guide for plastering to a given
thickness and as a stop for the plasterwork.

@ Coreboard . Screed
@ Albarium . Ground

Drywall screws typically have a Philips head and should penetrate atleast " into
the support material.

(A) 17 (B) 38"
© 55 (D) 14
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