Ironworker Exam Preparation

Hedping 1 ou Serrred

1. What part of the loop must the U-bolt part of a cable grip onto?

. Dead end of the rope Thimble
@ Live end of the rope @ Whipping

2. What are screw jacks primarily useful for?

@ Lifting heavy equipment in industrial Towing steel beams across the job
settings site

‘ Used for light loads, and they are @ Drilling through thick steel plates
also useful for leveling

3. Fillin the blank: When a nut and bolt are tightened together, the proper must be
applied to get the threads of the bolt to match the threads of the nut.

@ friction ’ torque
@ tension @ compression

4. What tool can be used to inspect for firm contact?

@ Digital caliper . Thin metal feeler gauge, such as a
6-inch machinist's rule
@ Torque wrench @ Thickness gauge

5. What is the general rule when fastening into steel?

@ the fastener must be longer than the the fastener should be installed at

thickness of the steel an angle to avoid penetration
@ the fastener should only touch the ’ the point of the fastener should fully
surface without penetrating penetrate the opposite side

6. To intterrupt hoisting ease off on pulling rope

@ Power winch Regular lay

. Capsatan @ Bench mark
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7. To avoid over-tighteningg for the Calibrated Wrench process, what precautions
should be taken?

‘ Follow tums table limit Use a calibrated torque wrench
@ Tighten to a specified torque limit @ Apply the right amount of lubrication
only to the bolt
8. Tag lines should be used to control loads because they allow control from where?
@ Directly under the load @ Within the crane
@ Above the crane ’ Out from under the load

9. Is structural steel column in case in concrete at least 2 1/2 inch for 64 mm thick
reinforced with wire mesh

@ Composite column Lally column

@ Spiral column . Compound column
10. To restrict access to a cranes swing radius the operator must:
. barricade the area around the @ make a trial run to be sure the
crane operation is properly set up

@ blow the hom to clear area when @ post a signal person
operator is preparing to swing

11. What must be done if firm contact can't be achieved?

‘ Contact the engineer Tighten the bolts further until contact
is made

@ Replace the bolts with larger ones @ Use additional washers to fill the
gap

12. Dual phase steels do not exhibit

?
. ayield point elongation

@ a reaction to changes in @ an ultimate tensile strength
temperature
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1100.

1101.

1102.

1103.

1104.

1105.

1106.

used for extra leverage when positioning and aligning

@ bull pin . sleever bar
@ allen wrench @ pinch bar

What is the proper procedure when using an insulating link or boot near power lines:

‘ be sure to maintain the correct you may decrease the allowable
allowable distance from the lines distance from the lines

@ you may decrease the allowable @ be sure to increase the allowable
distance from the lines if you use a distance from the lines

signal person

used to cut work in a circular direction; blades curve sideways
@ straight snips . circular snips

@ hawksbill snips @ neither

How weak does a square knot make a rope?

@ 30% effective ‘ 45% effective

@ 75% effective @ 50% effective

A steel described as QT will have improved tensile properties because it has

@ Been quality tested . Been heat-treated

@ Been vacuum melted @ Had control of chemical
composition

which of the following is used to limit the horizontal spread of fresh concrete on flat
surfaces such as floors?

@ deck form . perimeter form

@ top form @ edge form

If any adhesive suddenly squirts from the hole while inserting the threaded rod, then
that is an indication that

‘ air voids may be present @ the rod is too short
@ the adhesive is too old @ the hole is too deep
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1107. The most common grit used in abrasive cut-off wheels is

@ Ceramic grit with plastic casing Silicon carbide with rubber backing

@ Diamond particles with metal core . Aluminum oxides reinforced with

Fiber glass
1108. Verification that equipment operates correctly.
. Functional Testing Usability Testing
@ System Testing @ Mechanical Testing
1109. Shear-bearing joints are most often tightened to what condition?
@ Pre-tensioned condition Torque-tight condition
@ Fully tight condition . Snug-tight condition

1110. the horizontal structure member of a tower crane on which the load trolley travels
(hammerhead cranes) or to which the hoisting tackle is attached (luffing boom cranes)

(A) blind lft ® boom
@ load moment @ counterjib

1111. Weld beads that are used to build up a surface and to make multiple pass welds are

known as
@ Tack welds . Over lapping beads
@ Stacked beads @ Single pass beads

1112. Steel support columns filled with concrete.

‘ Lally column Box column

@ Composite column @ Kermn column

1113. With overhead lifting, what is the only fitting you should use?

@ adjustable fittings plastic fittings

@ cast iron fittings . weld free forged fittings
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1114. During a GMAW procedure, a powered extraction system is often an essential tool

for
@ Enhancing welding speed Increasing wire feed rate
@ Cooling the welding area ’ Removing welding fumes
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