
Metal Fabricator
1. Safety fuse plugs in the top and bottom of an acetylene cylinder are designed

to_____.

A increase pressure in the cylinder B cool the cylinder during use

C release acetylene gas in the event
of a fire

D prevent gas from escaping

2. The stretching process thins, _____, _____.

A Thickens, & straightens sheet
metal.

B Shortens, & flattens sheet metal.

C Elongates, & curves sheet metal. D Bends, & twists sheet metal.

3. Hot shortness is a term used to indicate

A Solidification cracking B Lamellar tearing

C None of the above D Hydrogen cracking

4. What type of equipment used for igniting the torch of blow pipe?

A Electric lighter B Gas lighter

C Match box D Spark lighter

5. _____ the location at which themetal starts to bend and the line at which themetal
stops curving.

A Bend end line B Bend start line

C Bend tangent line D Bend center line

6. What is the pitch of metric micrometer spindle thread?

A 0.4 mm B 0.3 mm

C 0.2 mm D 0.5 mm

7. Which among the following is the lightest metal ?

A Copper B Lead

C Tin D Aluminum
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Metal Fabricator
8. A bolt with a smooth rounded head and a square section to prevent turning followed

with a threaded section for a nut.

A Hanger bolt B Hex bolt

C Elevator bolt D Carriage bolt

9. If 18mm rivets are used in lacing bars, thenminimumwidth of lacing bars should be

A 60mm B 55mm

C 50mm D 45mm

10.

What is the name of the part marked as X?

A Filler cap B Pump

C Burner housing D Tank

11. Which among the following statements in respect of chasers is correct ?

A Chaser is a single point cutting tool B Cutting threads by a chaser is
slower process than that by a single
point tool

C The same chaser can be used for
cutting any pitch of thread
irrespective of the type of chaser
used

D Cutting threads by chaser gives
better finish
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Metal Fabricator
1097. What is a sure sign that some horizontal forces are beginning to be applied to the top

of the jacking leg at the header of the plate level?

A The load begins horizontal
movement

B The load starts to lift vertically

C The load increases inweight
significantly

D The load becomes completely
stationary

1098. Whenmanualmetal arc welding low carbon steel, which electrode covering will give
the greatest degree of penetration

A Rutile B Iron powder

C Cellulosic D Lowhydrogen

1099. Which type of fire the foam extinguishers are used?

A Chemical fire B Wood fire

C Electrical fire D Liquid fire

1100. Which of the following is not a purpose of chemically cleaning a vessel?

A to unplug nozzles B to remove contaminants

C to prepare for entry D to make welds look better

1101. A scratch or gouge in the surface of a highly stressed piece ofmetal causes a _____
at the point of the damage and could lead to _____ of the part.

A Heat dissipation; enhanced
performance

B Stress concentration; failure

C Surface smoothness; improved
aerodynamics

D Weight reduction; increased
efficiency

1102. How should keep the gas cylinder position?

A Upright position B Up side down position

C Horizontal position D Slant position
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1103. Which among the following processes is employed for embedding the abrasive on the

lap ?

A Charging B Fixing

C Rubbing D Lapping

1104. What is the use of a Half round nose chisel?

A For squaring material at the corners B For cutting curved grooves

C For removing metal from flat
surfaces

D For cutting keyways

1105. What type of equipment used in industries to collect dust, lint, wood shavings etc?

A Cyclone separator B Cornices

C Gutters D Dust cyclone collector

1106. What is the force - that is a rotational or twisting force -that bridges can't handle?

A Tension force B Torsion force

C Compression force D Shear force
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