
Roofer
1. At the eave ice and water shield must be installed to a point that is:

A one row high B 24" inside the interior wall line when
projected through the roof
sheathing

C 12" above the interior wall line when
projected through the roof
sheathing

D two rows high

2. A structural support for a roof formed by two inclined rafters joined at the apex of their
intersection; a horizontal tie beam.

A King-post Truss B W-type Truss

C Scissors Truss D Queen-post Truss

3. The areas of roll roofing designed for full exposure to sunlight also feature a
___________.

A Metallic foil layer B Granular mineral topcoat

C Smooth plastic surface D Rubberized coating

4. Commonly abbreviated PU, any polymer consisting of a chain of organic units joined
by urethane links

A Polycarbonate B Polyurethane

C Silicone D Fiberglass

5. Whatmight cause roll roofing to split when the deck moves?

A Roll roofing installed with a layer of
insulation beneath it

B Roll roofing applied over an existing
layer of shingles

C Roll roofing adhered directly to the
roof decking with cement

D Roll roofing that is secured with
metal fasteners instead of cement

6. The nail penetration into the farmingmember should be _____

A 1" for smooth-shank nails and 5/8"
for annular-ring nails

B 7/8" for smooth-shank nails and
3/4" for annular-ring nails

C 3/4" for smooth-shank nails and
1/2" for annular-ring nails

D 1/2" for smooth-shank nails and
1/4" for annular-ring nails
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Roofer
7. The lowest quality of slate tile has ____________.

A a dark grey color B ribboning in it

C feathered edges D neither

8. A form of facing applied over insulation. It may be integral with the insulation, or field
applied using sheetmaterials. A covering placed over insulation for various functions

A Gloves B Shirt

C Jacket D Coat

9. A flashing along the peak of the roof is called the ________ flashing.

A ridge B corner

C base D side

10. A 4-ply built-up roof would have:

A 2 layers of gravel and 2 layers of
asphalt.

B 4 layers of felt and 4 layers of
bitumen.

C 4 layers of roll roofing. D 2 layers of felt and 2 layers of
bitumen.

11. Ponding water on flat roofs does which of the following?

A Attracts birds whomay damage the
roof

B Increases the weight on the roof

C Increases the severity of a leakage
problem

D It both increases the weight on the
roof and the severity of a leakage
problem

12. A cut on the rafter that is a combination of a level cut and a plumb cut; also called the
bird's mouth.

A Plumb cut B Top cut

C Check cut D Seat cut
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Roofer
1106. Formost tile roofs, a standard step flashing cannot be used against a wall, so a

_______ flashingmust be installed.

A manufacturing B pan flashing

C ridge flashing D valley flashing

1107. The _____ value indicates the ability of a specific material (i.e. 6 inches ofmineral
fiber insulation) to resist heat flow

A K value B R value

C C value D Neither

1108. The supported valley rafter is similar to the _____ _____ rafter.

A Gable end (opposite angle) B Minor Hip (same horizontal run)

C CommonHip (no horizontal run) D Major Valley (different horizontal
run)

1109. drawing of a structure with the view from overhead, looking down

A Elevation view B Plan view

C Front view D Cross section view

1110. What is used to prevent wind uplift on roofs?

A Jack rafter B Collar ties

C Roof truss D The gutter

1111. On aminor roof, a valley jack rafter is 1700mm from the intersection of the valley
rafters.What is its run?

A 1800mm B 1700mm

C 5052mm D 1695mm

1112. A nail spotter is used to

A Reveal trim B Rubber mallet

C Thinning the compound withwater D Apply compound
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Roofer
1113. General Rule:Whenmore than ______ of the roof requires repair, it is best to replace

the roof covering.

A 5-10% B 30-35%

C 20-25% D 10-15%

1114. What is installed between the shingles and underlayment and is used to prevent ice
dam buildup?

A sheet metal B valley rafter

C eave flashing D asphalt rolls

1115. The property of amaterial that enables it to withstand high temps without ignition

A Emission B Noncombustibility

C Retrofit D Cavity

1116. What does roof that has a pitch of 4:12means?

A It rises 4 inches for every 12
horizontal inches

B It rises 12 inches for every 4
horizontal inches

C It rises 4 inches for every 6
horizontal inches

D It remains flat with no rise or fall

1117. If inspection reveals a loose fastener, you should

A Tighten the loose fastener without
adding more

B Install extra fasteners above and
below the loose one

C Remove all fasteners from the
assembly

D Ignore the loose fastener and
continue working

1118. Which of these is theminimum recommendation for placement of expansion joints in
a roof assembly?

A In the same location as the
buildings structural expansion
joints.

B Only at the corners of the roof
assembly.

C At random locations across the roof
surface.

D Directly above the insulation layer.
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Roofer
1119. Trusses that carry other trusses or support a large area of roof framing are called

_________________.

A joists B rafters

C supports D girders
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